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Housings for filter cartridges
STAINLESS STEEL SS 316 L HOUSINGS

FMG-15
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TECHNICAL FEATURES

Type FMG-15

In/Out DN 100 FLANGE L
DESIGN DATA

Hydraulic test pressure 12 bar

SCOPE OF USE
Water

CARTRIDGES

Type end caps DOE (Standard)

Outer diameter 68 mm

L. Specs, colors and Cartidge
Code Description p_ o g In/Out End cap Euro/each
particular finishing S
FMG316LST1540DP FMG-15 15x40" Pickled, Passivated 40" DN 100 FLANGE L ST Login

For determining the flow rate, we recommend using the calculation software Everblue Selector or consulting our virtual assistant BlueBot available on the homepage.
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https://www.everblue.it/selector/pdf_files/5b6df97ad622daa702242e141765a0b6.pdf
https://www.everblue.it/selector/pdf_files/5b6df97ad622daa702242e141765a0b6.pdf
https://www.everblue.it/login.php?lang=eng&dest=H_PRODUCTS-5
https://www.everblue.it/login.php?lang=eng&dest=H_PRODUCTS-5
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Housings for filter cartridges

STAINLESS STEEL SS 316 L HOUSINGS

FMG-15

HOUSINGS CODE LIST
Model Material Cartridges end cap type Cartridges n° Cartridges height Specs and finishing

40 Pickled, DP

ST 15 15 :
Passivated

AISI 316 L 316L

Approximate picture. End caps and height's choice will lead to the assembly of a product which could differ from those shown in figure
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